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FACE PLATE COLORS

RGBW LIGHT COLORS

CORD LENGTHS

Stainless Steel, White & Light Gray

Blue, White, & Multicolor

50 ft., 100 ft., 150 ft.

HIGHLIGHT THE UNIQUE FEATURES OF ANY POOL
OR SPA WITH ADJUST-A-BEAM   TECHNOLOGY

7/8

3. Plaster Shield

4. Water Stop Niche

5. Gunite Shield

6. Niche Housing

UP TO 20 DEGREES OF LIGHT ANGLE ADJUSTMENT

 ® 

 ® NEW CONSTRUCTION LIGHT FEATURES

Tilt Adjustment Screw

Adjust up to 10 degrees

up or 10 degrees down

 ® 

10 degree downward angle shownBlue: 420 Lm

White: 1870 Lm 

RGBW:  630 Lm

Lumens

Blue & White: 9 Watts

RGBW: 17 Watts 

Watts

"

Made in the U.S.A.

NICHE INCLUDES

Light

Tilt Adjustment Tool

1.

2.

LIGHT INCLUDES

7. Cable (sold separately)

Adjust the light beam up to 20 degrees to reduce
surface glare and optimize lighting for any depth pool
Bright and efficient low-voltage LED lighting 
Long-lasting light is easy to replace with Lite Star's
Quick-Connect plug
Built-in voltage indicator
Adjustable brightness
UV-resistant niche and plaster shield with integrated
water stop, multiple conduit ports, and pre-drilled
wire tie holes



RETRO-FIT LIGHTING

LITE STAR
 ® 

Blue: 420 Lm

White: 1870 Lm 

RGBW: 630 Lm

Lumens

FACE PLATE COLORS

RGBW LIGHT COLORS

CORD LENGTHS

Stainless Steel, White & Light Gray

Blue, White, & Multicolor

50 ft., 100 ft., 150 ft.

   *does not adjust
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10    
3/32
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SMALL

LARGE

SWIMQUIP 

Retro-fits over standard light niches including SwimQuip &

Spectrum 360 

Adjust the light beam up to 20 degrees to reduce surface

glare and optimize lighting for any depth pool 

Bright and efficient low-voltage LED lighting Long-lasting

light is easy to replace with Lite Star's Quick-Connect plug 

Built-in voltage indicator 

Adjustable brightness UV-resistant niche and plaster shield

with integrated water stop, multiple conduit ports, and

pre-drilled wire tie holes

RETRO LIGHT FEATURES

Blue & White: 9 Watts

RGBW: 17 Watts 

Watts 

"

"

"

Made in the U.S.A.
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SPECTRUM 360

"

12-14 volt transformer required for all of our low-voltage lighting

   *does not adjust


